1.

PERMIT & INSPECTION
REQUIREMENTS

SUBMIT A PERMIT APPLICATION AND 2 COMPLETED PLAN SETS TO THE
BUILDING DEPT. FOR REVIEW (PHOTOGRAPHS OF THE MUD SILL,

CRIPPLE WALL, AND FLOOR FRAMING CONDITIONS MAY ASSIST THE
REVIEW PROCESS).

PRIOR TO COMMENCEMENT OF WORK THE PERMIT HOLDER MAY BE
REQUIRED TO SCHEDULE A PRE—CONSTRUCTION INSPECTION WITH THE
BUILDING DEPARTMENT TO VERIFY THAT FIELD CONDITIONS ARE
CONSISTENT WITH THE INFORMATION PROVIDED ON THE APPROVED
PLAN.

. INSPECTIONS BY THE BUILDING DEPARTMENT ARE REQUIRED FOR:

® FOUNDATION BOLT/ANCHOR PLATE INSTALLATION,
® [NSTALLATION OF BLOCKING,
® PLYWOOD PANEL INSTALLATION ON CRIPPLE WALL,

® METAL HARDWARE INSTALLATION, AND
® FINAL INSPECTION.

NO WORK REQUIRING INSPECTION SHALL BE COVERED UNTIL IT HAS
BEEN INSPECTED AND APPROVED BY THE BUILDING DEPARTMENT.

. PRIOR TO FINAL INSPECTION, SMOKE DETECTORS SHALL BE INSTALLED

IN' THE ATTACHED DWELLING(S) IN ACCORDANCE WITH BUILDING CODE
REQUIREMENTS.



